INFEED CONVEYOR TABLE
FOR GOSLING"

CANN*TLING

WILD GOOSE

FILLING

Load air-rinsed cansinto your Gosling canning
system for a cost-effective, semi-automated
infeed solution to tight spaces.

The Infeed Conveyor Table helps you integrate ionized
air rinsing, inkjet date coding, and infeed accumulation
into your single-operator Gosling canning process.

60-CAN CONTINUOUS CAPACITY

Load up to 60 standard 211-body cans or additional sleek

body cans for 4 minutes of accumulation at maximum 70 in (178 cm) L x 37 in (96 cm) W X 54 in
speed. Two space-saving conveyors for depalletizing and (137 cm) H

rinsing can be independently controlled for precise speed-

matching with your Gosling canning system.

+ Single-phase 9A @ 115VAC, 60 Hz requires 15A
dedicated circuit

@ RESPONSIVE IONIZED AIR RINSING - Single-phase 4.5A @ 230VAC, 50/60 Hz

Rinse cans with ionized air and clear particulates while Clean, dry air at 0.42 cfm (12 L/min)
preventing dissolved oxygen pickup inherent in water
rinsing. Sensors activate an intermittent air pulse only when
a can is present, reducing your air utility consumption. The 60 cans
unique tilting conveyor design allows debris to blow out
without resettling in the can.

Up to 15 cans per minute (at 211 can body)

Approximately 4 minutes (at 15 CPM with 211 can body)

% DATE-CODER COMPATIBLE
+ 12 0z to 16 oz standard 211 can body diameter

Add your date code inkjet printer between the ionized air * 1202204 sleek can body diameter
rinser and infeed. Mounting brackets are included.

- Straight inline

EASY CAN CHANGEOVER - 90 degree ce
Switch between can sizes in minutes, with simple rail : ;
. + Gosling 2.0 canning systems -
......... adjustments and no change parts needed. . Gosling 1.0 canning systems
.......... Self-installed
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